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REF.

SCUTTLE

22x30

EXISTING 200a SUB PANEL

TO BE RELOCATED

NEW 200amp SUBPANEL LOCATION

INSTALL NEEDED JUNCTION BOXES IN ATTIC
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EXISTING

EXISTING

RELOCATE EXISTING

CAN LIGHT

RELOCATE EXISTING OUTLET

RELOCATE EXISTING FIXTURE
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RELOCATE EXISTING SWITCHES

AS REQUIRED

JUNCTION BOXES TO BE

MADE ACCESSIBLE

DUPLEX OUTLET (110V.)

220 VOLT OUTLET

DUPLEX OUTLET (N= # OF OUTLETS)

SPLIT OUTLET, SWITCHED

DUPLEX OUTLET ABOVE COUNTER

FLUSH FLOOR DUPLEX (DUST PROOF)

TELEPHONE CONNECTION

TELEVISION CABLE

SMOKE DETECTOR

THERMOSTAT

TRANSFORMER

DOOR CHIME

PUSH BUTTON

SINGLE POLE SWITCH

3-WAY SWITCH

4-WAY SWITCH

DIMMER SWITCH

ILLUMINATED SWITCH

CEILING LIGHT

SUSPENDED CEILING LIGHT

EXTERIOR FLOOD LIGHT

RECESSED LIGHT

DIRECTIONAL RECESSED LIGHT

RECESSED LIGHT FOR WET LOCATION

FLUORESCENT LIGHT (MULTI TUBE)

UNDER CABINET SINGLE TUBE FLUOR.

CEILING FAN

CEILING FAN WITH LIGHT KIT

EXHAUST FAN

EXHAUST FAN WITH LIGHT

EXHAUST FAN WITH LIGHT AND HEATER

PORCELAIN PULL CHAIN LIGHT

WATER PROOF G.F.C.I.

GROUND FAULT CIRCUIT INTERRUPTER
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TIMER CONTROL BOX

SYMBOL DESCRIPTION

ELECTRICAL LEGEND

N

WALL LIGHT

TC

JUNCTION BOX

J

ELECTRICAL  NOTES:

· OUTLETS MIN. 12/2 W/ GROUND W/ 20AMP BREAKER

· FIXTURES 12/2 W/ GROUND W/ 20AMP BREAKER OR 14/2 W/ 

GROUND W/ 15AMP BREAKER

· SMOKE DETECTORS TO BE WIRED TOGETHER ON SEPARATE 

AFCI BREAKER AND HAVE BATTERY BACKUP.

· ALL METALLIC PIPING SHALL BE  BONDED TO SERVICE PANEL 

W/ MIN. #4 COPPER.  BONDING CLAMP TO BE BRASS TWO-PIECE 

AND REMAIN ACCESSIBLE FOR MAINTENANCE.

· SERVICE BOX TO BE GROUNDED W/ 

5

8

"x8' COPPER PLATED 

GROUND ROD OR MIN. 20' #4 COPPER UFER WIRE ENCASED IN 

FOOTING.

· ALL BEDROOM OUTLETS, LAMINATION, AND SMOKE DETECTORS 

TO BE ON ARC-FAULT CIRCUIT INTERRUPTERS (AFCI).

· GFCI PROTECTED OUTLETS REQUIRED IN BATHROOM, GARAGE 

WALLS, OUTDOORS, AND WITHIN 6' OF SINKS.

· ALL EXTERIOR OUTLETS TO HAVE WEATHERPROOF COVER.

· PROVIDE MINIMUM ONE (1) LIGHT FIXTURE AT EACH ATTIC 

ACCESS DOOR, AND AT EACH CRAWL SPACE ACCESS DOOR.

· SUCH LIGHTS MAY BE OF PULL CHAIN TYPE OR SWITCHED 

PROVIDED SUCH SWITCH IS LOCATED WITHIN REACH OF EACH 

DOOR.

· LOCATION OF FIXTURES IS APPROXIMATE AND SHALL BE 

APPROVED BY OWNER, EXCEPT AS REQUIRED BY CODES.

SD

SD

EXISTING SMOKE ALARM

NEW S.D.

ETS HEATER

EXISTING

EXISTING OUTLET

AND FIXTURE

NOT SHOWN

POWER FOR NEW HOOD

OVER GAS COOKTOP

EXHAUST TO EXTERIOR

LOCATED OVERHEAD

GFI

EXISTING OUTLET IN

ISLAND TO BE GFCI
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